_HHDCQ}
\==ss o aam

RADCO TEST REPORT
Test Report No. RAD-2467
Project No. C-7405
Lab No. TL-1834

Negative Transverse Load Tests on Mechanically Fastened 18 Gage
Extenor Insulation & Finish System (EIFS) Wall Panels

Prepared for

RODENHOUSE, INC.
P.O. Box 141184
Grand Rapids, M| 405141184

by

RADCO
Resources, Applications, Designs and Controls, Inc.
Listing and Testing Division
3220 E. 59th Street
Long Beach, CA 50805
Telephone: 582-272-7231
Facsimile: 562-528-7513

Prepared by: Submitted by:
- & e
g Ny
e f—-_—}wéd{/‘!l{ﬂw\__
f g
~J i
Sanjay "Jay” Mishra, Director J. Donald Waldman, P.E
Testing Laboratones & Code Interface Services Chairman
Issued: April 2000

RADCO report are for D sxciusive us of D cEent 1o whem Dy arw scidrraned Permisslon is granted o reproducs this report provided & Iy
repeoduces in i entirety. !‘MmdhmmMMDmnm.mmnﬁm.wmmwwmm
mUTt FECEVE POGT wrlen dpproval froe RADCO, Fapons apply only 15 sampies tested Bt the Eme of tHENG 802 Are not receusarly Indicptivy of thy
iy of spparently antical or similar prodocty. This repon containe confidentisl information intenced for B sobs C38 of 154 BOCrsisss. Traraml
by facalmis b prohibted withoot Be sxpress spproval and concurmence of e sdcresase.




1.0

3.0

20

TABLE OF CONTENTS

INTRODUCTION ... ... ..

TESTHBPECIMENS - - isunvs snis srunnuin i sin e s suma et

TEST SETUP, PROCEDURES ANDRESULTS ... ... ................

ANALYSIS&CONCLUSION .. ... ... ... ... .......

APPENDIX

1. LOAD VS. DEFLECTION DATA (A1)
2. LOAD VS. DEFLECTION CHARTS (B1)
3. LIST OF MATERIALS & FABRICATION PROCEDURE (C1)
4 FASTENER PATTERN DETAILS (D1 & D2)
5. TEST SETUP FIGURES & DIAL INDICATOR LOCATIONS (E1)
6. PHOTOGRAPH (F1)

H.QIJI:&}
Gy

RAD-2457




RODENHOUSE INC —_

o )

II_.tuw_ 2

FASTENING PATTERNS

ASTM E-330 Windloads on 1” Thick EPS Foam

RADCO Testing Laboratories & Code Interface Services — Long Beach, CA

TEST REPORT NO. RAD-2552

Test Result Avg. 96,7 psf
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TEST REPORT NO. RAD-2467

Test Result Avg. 129.5 psf
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Test Result Avg. 174.7 psf
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GRIP-LOK® LARGE 3” DIAMETER WASHERS PROVIDE SIGNIFICANT LOAD-BEARING
VALUES, OFFERING SEAM FASTENING, WIDER FASTENER SPACING, AND MULTIPLE
FASTENING PATERNS, WITH IMPROVED PERFORMANCE OVER 2” DIAMETER WASHERS
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