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At the request of Rodenhouse, inc. RADCO conductad withdrawai t2sts on five (5] differant
types of washers describad below, All washers ang fasteners for testing were submitted by
Racenhouse Inc. te RADCO. All tests were conducted in Apfil 2000 at RADCO's testing fzciity
.1 Long Beach, CA. A summary of the test mathod 2nd the tesl résults Is shiewn below. A

rormal test report will be submitted shortly.

ing 2 20k ibs. United Liniverssl Testing Machins
mputenzed data collection system. The spsec of
3t s=1Up consisted of 3 12"x12" sheet of 1.0 ocf EPS
' 3 hole cutin the center through which the
ol 2515 wers congucted ublizing the sams
aw3. The diamster of the hole was %" gresier

ve (3) individual tasts wera conductad with gsch of
thickness. Crly the averages in 2ach cenhiguration are

| FASTENER TYEs i AVERAGE ULTIMATE LOAD {ics) |
] H
| sepm | 14.% == | === |
|_ = ! R — ! 173 =r & o |
| 134" Rocenhouse Plasti-Crip® 1 713 | §1.0 | 1170 g
| 2wy ; - o b s 2 i
I 134" Wind Lock “Wind Devil® | 67.5 .F 56.0 i 1210 |
e : I j
] 2 MTWBuildex "GridMate'PB | 752 | 1000 | 4430 [
1 1 i
| ZWindlock Wind Devili” | 692 | 1030 | 180 |
o Seh . I o '
| v~ Rodenhouse Grip-Lok™ | 991 | 1570 | 1850 |
Flease do not hesiiste to call i you Nava any guestions.
Sincarely,
Sanjay "Jay™ Mishra, Directc
Testing Laberatories & Code nterizce Senvcas
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"PLASTI-GRIP IIT & IV" WASHER FASTENERS

SPECIFICATIONS: ;
* Round 1-3/4" dizmeter plastic plate, .030" to .060" gauge thick - tapered
* Eight (8) round reversed key holes and slots for coating adhesion / bonding
* Screws, nails, concrete anchors, self dnlling screws sold separately or assembled

STANDARD FEATURES:
1) High density impact resistant plastic plate. Non-rusting, thermal resistant, and tough
2) PG-III stem for prespotting into insulation for "hands free” installation with tool and screws
3} PG-IV choked throat of center hole creates tolerance fit for pre-assembled screws and other fasteners
4) Numerous grommet holes and slots
* Cavities allow extenior, base coating to bond to disk face
* Easy to handle, light weight, firm yet flexible
3) Unique, round plate design with the outside circumferance tapered flat
* Round shape design, evenly distributes bearing load without any sharp edges or
cormers, minimizing damage to facer
* Seated plate has zero profile and will not czich the edge of the trowel
* Reinforced nibs for extra strength and integrity
6) Approved by the major system manufactures of extenior coaungs & insulation boards

OPTIONAL FASTENERS:
Ring shank nails, screws (wood or self threading / drilling), concrete anchers, and 47, 5", & & ring shank
pop-cut nails available, sold separately with the same superior "GRIP-GUARD" exterior coating proiective coat.
"Plasti-Grip II and "Grip-Plate” fasteners also available, designed for EIFS, hard coat, and stucco systems.

CERTIFICATION AND TESTING:
Comumercial Testing Co. of Dzlton Georgia, 2n independent laberatory, performed the pull out tasts,
plotting the chart’s wind load data  MSDS and in house testing repors are avzilable for your records. All brads, nails,
tacks, screws, and other fasteners classified under Military Classification FF-N1035B - Copies available.
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4R BUILDING IDEAS THAT WORK™ D
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GRID-MATE™ PB :
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Mechanical Fasteners 2
———— I~
The ultimate fastening system for }il
all Polymer Based (PB) Barrier m
and Water Managed EIFS i O
| I
Now Available Assembled L
e T ot o o "U(}
4 Aftaching expanded polystyrene insulation to ll 4R Ataching dense blanket or rigid insulation for ==
substrates for all Polymer Based (PB) Exierior parking garages, fireproofing, foundation walls m
Insulated Finish Systems (EIFS). and soundproofing. =
Product Features %
4h Palented “closure fingers™ keep coating out of 4B Recessed core allows fastener head to Toal™ - no ;Q
contact with fastener head - no sink marks or ead pops or thermal bridging. —
bleed throughs. O
; - N ) A Designad for use with broad range of Buildex h .
4 Strong polypropylens material provides excellent fasteners fo attach to stesl, wood, concrete o ~
impact resistance and service Iife in temperature masanry ,:5
axiremes. ’ >
4 Keying” noles and textured surface form astrong M Large 2” diameter resisis and distributes wind- 7))
mechanical bond with coating. ioads for 2 secure sysiem
A& Available assembied with Buildex long fife M Chimacoat® and Climaseal® long-fe coated

fasteners io speed installztion. ; o
i fasteners are backed by a 20 year warmanty.

----------------------------------------------------------------------------------------------------------------------------------

Product Specifications Y ﬁ’;:‘a\
Diameter_ . 2'Round 'J\.r (052 0]
Material Yvhite polypropylene o \C\;g .:/; %“
Assembied =
(e beck page) Part Number 2189900 S
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Corrosion Resistance ... Climacoaf’ eIy %
Kesternich Results (DIN 50018, 2.0L) Salt Spray Resulis (ASTM B117) EI - EE
» 20 Cydes - 10°: or less rad rust * 300 hours - 10%: or less red rust. %
Corrosion Resistance ... Climaseal” _ AWCl B=
Kesternich Results (DIN 50018, 2.0L) Salt Spray Results (ASTM B117) i g
* 30 Cycles - 10% or less red rust * 720 hours - 10% or less red rust . :
! = Made in US A %
e
N



